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Legal notes:

Windows®, Windows® 98, Windows® ME, Windows® 2000 und Windows XP®
are registered trademarks of the Microsoft Corporation.

MS Excel®, MS .NET Framework® und MS Visual Basic® 2005 and MS Visual C#
2005°, are registered trademarks of the Microsoft Corporation.

Silicon Laboratories CP210x Evaluation Kit Tools® is a registered trademark of Silicon
Laboratories.

DEHN + SOHNE GmbH + Co0.KG. claims no own exclusive rights with regard to the
aforementioned trademarks. Any omissions are unintentional. All other trademarks
mentioned in the present text belong to their proprietors.

Note:

The information provided in the present document may be modified without advance
notice. DEHN + SOHNE GmbH + Co.KG. cannot be held liable for any changes made.

Furthermore, DEHN + SOHNE GmbH + Co0.KG. assumes no responsibility for any
damage caused by computer programs and warns of viruses and data losses that may
arise due to programming errors. This can be avoided by performing a data backup.
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Terms and definitions

Blitzductor
Surge protection module manufactured by DEHN + SOHNE

DEHNrecord DRC LC M3+
DEHNrecord DRC LC M3+ is a compact hand-held reader with integrated RFID
technology for non-contact testing of surge protection modules (Blitzductors).

DEHNrecord DRC MCM XT

DEHNrecord DRC MCM XT is a compact monitoring device in XT enclosure with
integrated RFID technology for non-contact stationary monitoring of surge protection
modules (SPDs).

LifeCheck®
Test for correct functioning which allows to test surge protection modules during
operation of the installation without removing them.

Microsoft .NET Framework® 2.0

Library basically independent from programming languages for developing and
performing applications and services that are based on Microsoft .NET technology
(e.g. PC application programs and so-called web services).

RFID
Radio Frequency Identification — Identification procedure per radio technology which
allows for non-contact reading and saving of data.

SPD
Surge Protective Device

SW
Software

VB2005
Microsoft Visual Basic® 2005 — Programming language of Microsoft Windows®
operating system using .NET technology.

C#2005
Microsoft Visual C# 2005 — Programming language of Microsoft Windows® operating
system using .NET technology.

USB
Universal Serial Bus — Bus system for connecting external devices
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Literature / References

11/ Operating manual DEHNrecord DRC LC M3 / M3+
Issued by:  DEHN + SOHNE
12/ Operating manual DEHNrecord DRC MCM XT

Issued by: DEHN + SOHNE
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1 Application

DEHNrecord DRC SW Update is a PC application program which allows for loading
new software versions on the

- hand-held DEHNrecord DRC LC M3/M3+ and on the
- stationary monitoring device DEHNrecord DRC MCM XT

and for storing these software versions in the non-volatile FLASH memory.
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2 Installation
The installation of the PC program DEHNrecord DRC SW Update is described below.

2.1 System requirements
For the installation of the SW package the following requirement have to be met:

A usual PC with an already installed .NET-Framework compatible Microsoft operating
system such as

- Windows® 98

- Windows® ME

- Windows® 2000 with SP3
- Windows XP® with SP2

- Windows Vista® with SP1

Please note that Windows 95 and Windows NT are not supported.

The processor used in the PC should at least be a Pentium Il with 700 MHz.

The display adapter has to support at least 1024x768 pixels at 256 colours.

The general storage extension should be at least 256 MB. Furthermore a CD drive
and a USB interface is necessary.

Approx. 15 MB fixed-disc storage (or approx. 100 MB if a .NET-Framework® 2.0 is not
yet installed) is necessary for the installation.

The .NET-Framework® 2.0 itself requires the Microsoft Software Installer (MSI) in
Version > 3.0 as well as the Microsoft Internet Explorer Version > 5.01.

If not yet installed, installation of the Microsoft Software Installer and of the .NET
Framework® 2.0 will be automatically initiated by the DEHN installation program.

Prerequisite for downloading from the Microsoft Website, however, is an internet
access (see /1/).

In addition a suitable driver has to be installed on the PC for getting a communication
channel with the hand-held reader DEHNrecord DRC LC M3/M3+ or the stationary
monitoring device DEHNrecord DRC MCM XT.

For the hand-held reader DEHNrecord DRC LC M3/M3+ the driver for the USB
connection of the hand-held reader has to be installed. If the installation of the
software package "DEHNrecord user surface" evaluation software for the RFID
hand-held reader DRC LC M3 was implemented (see /1/), this driver is already
installed. Otherwise it has to be installed by double clicking of the
"CP210x_Drivers.exe" file in the directory "cp2102_ usb2uart". Details of the
installation procedure under /1/.
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The stationary monitoring device DEHNrecord DRC MCM XT requires a suitable
interface converter for coupling the RS485 Bus to the PC (see /2/).

The PC program DEHNrecord DRC SW Update should only be installed at need (new
software version is available and is necessary).

2.2 Installation procedure

Insert the CD included in delivery into the CD drive of your PC to install the software
package. After opening the CD drive in the Windows® Explorer, double-click the
install_sw_update directory to open it. If you double-click the "install.bat" file,
installation is started.

& Installation_DRC_LC_M3+ CD

=JE3

File Edit “iew Favorites Tools  Help ,'
- ) .

@ Back. </ lm o Search /" Folders

Address |L:‘) D:\Installation_DRC_LC_M3+_CD v| et

| Mame Size | Twpe Date Modified

File and Folder Tasks # [C3)dotnetfx File Folder 22,7.2009 10:34

- O 1 File Fald 22.7.2009 10:34
(7 Make a new Folder " !e niner

) ) inskall_sw_update File: Folder 22,7.2009 10:34

D Fublish tis folder fo 2] Limsrien et 5KE TextFil 16.6.2009 15:15

B Share this Folder r;] Lisezmoi.bxk 6KE TextFile 17.6.2009 10:51

Eq] Readme. bxt SKE TextFile 17.6.2009 10:23

Other Places

- install_sw_update

File Edit View Favorices  Tools  Help by
e Back - > lﬁ Pl ) search 52 Folders v
Address |uﬁ D:\Installation_DRC_LC_M3+_CDhinstal_sw_update b | o

A1 MName Size  Type Date Modified
[y swe-Updater_1_0_0_1 File Folder 22.7.2009 10:34

t DRC_SW_Update_v1.001_manual_de.pdf 946 KB Adobe Acrobat Doc,..  17.6,2009 13:17
=TF v- date_1.001_manual_en.pdf 246 KE  Adobe Acrobat Doc...  17.6.2009 13:21

File and Folder Tasks &

] Make a new Folder
@ Publish this Folder o

LKE M3-DOS Batch File 2.7.2009 12:15
the Web - ot
F:E hare this Falder & E—— 435 KB  Application 6.7.2009 15:36
= JSW-Updater.appIication GKE MPPLICATION File 6,7.2009 15:36
jSW—Updater_l_D_El_l .application GKE  APPLICATION File 6,7.2009 15:36

Other Places

During the installation process, the operating manual for the DEHNrecord DRC SW
Update (document at hand) is copied in the home directory of the respective user
before the DEHNrecord DRC SW Update program package is installed.

Before installing the SW update, the .NET-RunTime environment is checked for
correct installation. If necessary, incomplete or faulty installations are corrected.

Note: For this purpose, Internet access is required!
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If the .NET-RunTime environment is installed correctly, the DEHNrecord DRC SW
Update program is installed. When the Security warning window appears, press the
Install button to continue installation.

Application Install - Security Warning

Publisher cannot be verified. ﬁ‘é’
Are you sure you want to install this application? o
Mare: DEHMrecord DRC SW-Update
Frarmn: E:hvinstall_ DRC_LC_M3\install_sw_update

Publisher:  Unknown Publisher

@D[ Don't Install

™) ‘while applications can be useful, they can potentially harm your computer, IF wou do not
trust the source, do not install this software, More Information. ..

The application is installed and automatically started.

2 DEHNrecord DRC - S Update

Language  Help

new softyare wersion for download

COM port zettings

Select COM port
ComPort ﬂ Cloge COM port |

Mezzages

Status
|No Flash file... Open file first!

Frogress

Press the "Close" symbol to close the application.
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2.3 Checking the installation procedure

If the DEHNrecord DRC SW Update has been installed correctly, a new item for the
software update has been created in the Windows® Start menu under Programs
“DEHN + SOHNE GmbH + Co.KG.".

255 | Mew Office Document
| l.",u Open Cffice Document
Set Program Access and Defaulks

Windows Catalog

% Windows Lipdate
f&

Programs
Documents
Settings

Search

Help and Support

Rur, ..

Lag OFF Administratar, .

BE e vRL

Windows XP Professional

Turn OFf Computer, ..

Arccessaries 4

M DEHM + SGHME GmbH + Co.kG  [D el R tagRag Vi
Games v |8 DEHMrecord DRC SW-Update
Microsoft Office »

Parallels Tools »

Startup 4

E Adobe Reader 8

é Internet Explorer

w msw

L‘%] Cutlook Express

o Pemote Assistance

@ Windows Media Player
3 Windows Messenger

ﬂ'ﬁ Windows Movie Maker
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3 Working with the DEHNrecord DRC SW Update

When using the hand-held DEHNrecord DRC LC M3 reader, observe the warnings
described in /1/, when using the DRC MCM XT monitoring device, observe the
warnings described in /2/.

3.1 Starting the software update

The DEHNrecord DRC SW update is started via the Windows® Start menu as
described in 2.3.

3.1.1 Language

Whenever starting the device, the program automatically checks which Regional and
Language Options are set in the Windows® Control Panel. If a language other than
German (Germany) is set, the program automatically selects “English” as predefined
language and is started in this language.

You can change the language anytime by clicking the corresponding option.

German

Endlish ||

e zoftware version fopdtwnload

COk port settings
Select COM part
ComPuort ﬂ Cloge COM port |

Mezzages

Statuz

Mo Flazh file... Open file firstl

Frogress
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After the installation has been started for the first time, select the file performing the
software update and set the communication interface for connection with the hand-
held reader or the stationary monitoring device. These values are stored in the
program and displayed each time the program is started. These values only have to
be set again if changes are required.

3.1.2 Selection of the update file

The file performing the software update can be selected to load a file after clicking the
“Select” button via the opening standard Windows® dialog.

2% DEHNrecord DRC - SW Update

Language  Help

new software wersion for download /\‘
COM port zettings

Select COM port
ComPort ﬂ Cloze COM port

Mezzages

Status
Mo Flazh file... Open file first]

Progresz

Software update files always have a ".hex" ending.
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A=

& DRC_LC_ M3+ Software
Fle Edt View Favorites Tools  Help -:,'

eBack M \_/I lj; /'__\J Search i Folders v

Address |3 DADRC LC MA+DRC_LC_Ma+_Software i ‘ Go

Size | Type Date Modified
File and Folder Tasks & R 2,00 he | 119KB HEXFile 12.5.2009 0&:03
) Make anew Folder
&N Publish this Folder to
the Weh

bl Share this falder

| ¥

—

The next step is to select the COM port to connect the PC with the hand-held reader
or the monitoring device.

o< DEHNrecord DRC - $W Update C e
Language | Help

German

Enalish

new software verzion for download

COM port gettings

ect COM port

ComPaort ﬂ Cloge COM port |

Mezzages

Statuz
Mo Flash file... Open file firstl

Frogress
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3.1.3 Selection of the COM port

The correct communication port has to be selected to connect the PC with the hand-
held reader / monitoring device.

2 DEHNrecord DRC - SW Update

Language  Help

niew software verzion for download

[CAEigene Dateien\DRC_MCM_XT_v1.006 hex _ select |

COR port zettings
Select COM part

|Eu:umF'u:urt j Cloze COM port |
Coml

Comd

Com3

Comd I
Comb

Comb

Com? b

Statuz

|F|ead_l,l, waiting for target

Progress

For the purpose of a software update with the hand-held reader DRC LC M3+, you
have to ensure that

- the hand-held reader and the PC are connected with each other via the USB
cable
- the hand-held reader is switched on and booted up.

For the purpose of a software update with the monitoring device DRC MCM XT, you
have to ensure that

- the interface converter USB-Nano 485 is plugged in at the PC and is connected

with the corresponding terminal of the monitoring device.

Windows® automatically loads and activates the USB interface driver as soon as the
hand-held reader is switched on or USB-Nano 485 plugged in. However, the USB
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interface driver is deactivated and removed from the memory whenever the hand-held
reader or the USB-Nano 485 is switched off or disconnected. The interface can then
no longer be used even if it might still be displayed.

If the interface can no longer be addressed despite of existing connection and
activated reader or plugged in USB-Nano interface converter, disconnecting and
plugging in the USB cable / converter again might often help. After a short waiting
time, the COM port can be reset.

Select the COM port as determined in the system control in the device manager of the
system characteristics.

¢ DEHNrecord DRC - SW Update

Language  Help

new zoftware version for download

[C:\Eigene DateientDRC_MCM_XT_v1.008 hex [ select |
COM port settings

’ S

\ |En:|n'|? ) ﬂ Cloze COM part |

hezzages

Flazh file zelected

Flazh file selected

Statuz

Ready, waiting for target

Progress

The software update is now ready for operation and is waiting for the reader or the
monitoring device to start the update.

Note:

The COM port can be opened or closed via the "Close / Open COM port" button and is
released (Close COM port) or locked (Open COM port) for other applications.
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For detailed information on implementing of the SW update see also the
corresponding operating instructions (see /1/ or /2/ in the corresponding chapter).

3.2 Implementing of the software update

After successful connecting and starting of the updating procedure at the hand-held
reader DRC LC M3+ or configurating and plugging of the monitoring device DRC
MCM XT into the base part, the updating procedure starts automatically.

The "Messages" and "Status" windows as well as the progress bar allow for tracking
the progress of the update.

¢ DEHNrecord DRC - SW Update

Language  Help

new zoftware version for download

[CA\Eigene DateiemDRC_MCM_XT_1.006 hex _ select |

COM port settings

Select COM port
Com? j Cloge COM port |

Mezzages

T

Sending Page #7
Sending Page #8
Sending Page #9
Sending Page #10
Sending Page #11
Sending Page #12
Sending Page #13
Sending Page #14

Sending Page #15

Statuz

|F'r-:ugramming flazh.... please wait
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&< DEHNrecord DRC - SW Update

Language  Help

new software version for download

[C\Eigene DatelemDRC_MCM_XT_1.006.hex _ seeat |

COM port zettings
Select COM port
Com? ﬂ Cloge COM port |

Mezsages

Sending Page #224 S
Sending Page #225
Sending Page #226
Sending Page #227
Sending Page #2248
Sending Page #229
Sending Page #230
Sending Page #2231
Sending Page #2322
Sending Page #2323

Sending Page #2234
M w
& \

@ccessfull}u waiting for nextD

Progrezs

Termination of the updating procedure will be displayed in the status window of the
DEHNrecord DRC SW Update with "Successfully completed — wait...".

For the corresponding notes or sequences at the hand-held reader or monitoring
device after termination of the updating procedure please refer to the respective
operating instructions /1/ or /2/.
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3.3 Help function

An overview of the program version or the document at hand as online operating
manual (pdf) can be selected via the "Help" menu item.

2% DEHNrerera DR - 33 Update

Help

Infa

Manual

agre version for download

C/\Eigene DateiemDRC_MCM_XT_1.005 hex _ sekot |

COM port settings
Select COM port
Com? ﬂ Cloze COM port |

kMeszages

]
Flazh Hex File OF.

Statuz

|Fieady, waiting far target

Progress

The online version of the manual is only available if a program for reading the pdf
format (e.g. Adobe Acrobat Reader) has already been installed on the PC and linked
with the ".pdf" file extension.
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