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NO

NO

YES

YES

YES

NO

NO

NO

NO
Obligatory according to IEC/EN 62305-3

Obligatory according to IEC 60364-4-44

Recommended in IEC 60364-5-53, Obligatory according to IEC/EN 62305-3

YES

YES

NO

START

Installation directly at  
feeding point and  

protection of the meters 
and/or installations supplied 

by overhead lines? 3)

Service entrance 
> 160 A

Length of 
cables to 

equipment 
>10m

Length of 
cables to 

equipment 
>10m

Service entrance 
> 160 A

Selection matrix
Lightning and surge protective devices for residential and office buildings

Is external 
lightning pro-

tection installed 
or planned?

DIN rail mounted

DEHNshield®

Part No. 941 400 (TNS)
Part No. 941 310 (TT)
Part No. 941 300 (TNC) 

Type 1 + 2 + 3 arrester1)

DEHNshield® Basic
Part No. 941 406 (TNS)
Part No. 941 316 (TT)
Part No. 941 306 (TNC)

Type 1 + 2 + 3 arrester1)

DEHNguard® modular
Part No. 952 400 (TNS)
Part No. 952 381 (TT)
Part No. 952 300 (TNC)

Type 2 arrester

No further 
protective 

devices needed

No further 
protective 

devices needed
DEHNventil® 
Part No. 951 400 (TNS)
Part No. 951 310 (TT)
Part No. 951 300 (TNC)

Type 1 + 2 + 3 arrester1)

DEHNguard®

Part No. 952 400 (TNS)
Part No. 952 310 (TT)
Part No. 952 300 (TNC) 

Type 2 arrester

DEHNrail modular
Part No. 953 400
Part No. 953 200

DEHNflex M 
Part No. 924 396

DEHNsafe
Part No. 924 370

Multiple socket 
outlet  
SFL PRO 6x
Part No. 909 250

DEHNprotector
Part No. 909 310
Part No. 909 320
Part No. 909 300

Type 3 arrester

YES

YES

Information technology

Telecommunications, broadband cables and antennas

Li
gh

tn
in

g 
cu

rr
en

t 
ca

rr
yi

ng

BLITZDUCTOR® XT Life Check® 
DSL: module BXT ML2 BD 180, Part No. 920 247
Base part BXT BAS, Part No. 920 300
M

DEHNbox TC 180
Part No. 922 210
DSL / VDSL / VDSL2
L

DEHNgate DGA GFF TV
Part No. 909 705
for satellite and broadband cable reception
GO

DEHNrapid® LSA
Part No. 907 991, 907 401, 907 498, 907 430
O

DEHNgate DGA FF TV
Part No. 909 703
for satellite reception
O

BUStector
Part No. 925 001
B

DEHNpatch CAT6
for structured cabling
Part No. 929 100
Q

Yellow/Line SPD class: Lightning current carrying ≥ 5 kA (10/350 µs) G , H , M 
(  with protection of terminal device); surge protection (8/20 µs): B ≥ 5 kA, C ≥ 0.5 kA, 
Q (  with protection of terminal device); UC = max. continuous voltage; IL = nominal current

Power supply systems

Sub-distribution 
board available?

Class of LPS2) I - IV

Class of LPS2) III - IV

1) Protective effect
2) Class of LPS (Lightning Protection System)
3) Consider special national regulations
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NO

YES

YES

NO

NO

NO

YES

START 1)

Backup fuse  
> 125 A

Conductor length to 
final circuits / controls 

> 10 m

Sub-distribution 
board available?

Low-voltage 
main 

distribution

incoming-feeder fuse 
> 315 A

Selection matrix
Lightning and surge protective devices for industrial buildings

No further 
protective 

devices needed

Information technology

Telecommunications, broadband cables and antennas

Li
gh

tn
in

g 
cu

rr
en

t 
ca

rr
yi

ng

BLITZDUCTOR® XT Life Check® 
Base part BXT BAS, Part No. 920 300
DSL module BXT ML2 BD 180 Part No. 920 247
VDSL2 module BXT ML4 BD HF 24 Part No. 920 375
M

DEHNrapid® 10 B 180
for up to 10 pairs in LSA systems
Part No. 907 400
O

DEHNgate DGA GFF TV
Part No. 909 705
for satellite and broadband cable systems
GO

Control equipment, bus systems, data networks

BLITZDUCTOR® SP
for 2 poles
Part No. 926 xxx according to technical 
requirement Q

DEHNconnect SD2
for 2 poles
Part No. 917 9xx according to technical 
requirement Q

BUStector  
for EIB/KNX systems
Part No. 925 001
B

DEHNpatch CAT6
for structured cabling
Part No. 929 100
Q

Yellow/Line SPD class: Lightning current carrying ≥ 5 kA (10/350 µs) G , H , M 
(  with protection of terminal device); surge protection (8/20 µs): B ≥ 5 kA, C ≥ 0.5 kA, 
Q (  with protection of terminal device); UC = max. continuous voltage; IL = nominal current

Power supply systems

Combined arrester type 1 + 2 + 3 2)

DEHNvenCI ... FM 3) (TT: + 1x DEHNgap Maxi)
System

TN-S TT TN-C

4x Part No. 961 205 3x Part No. 961 205
1x Part No. 961 185

3x Part No. 961 205

Combined arrester type 1 + 2 + 3 2)

DEHNventil® ... FM 3)

System

TN-S TT TN-C

Part No. 951 405 Part No. 951 315 Part No. 951 305

Surge arrester type 2
DEHNguard® CI ... FM 3)

System

TN-S TT TN-C

Part No. 952 406 Part No. 952 327 Part No. 952 309

Surge arrester type 2
DEHNguard® ... FM 3)

System

TN-S TT TN-C

Part No. 952 405 Part No. 952 385 Part No. 952 305

DEHNrail M ... FM 3) DEHNflex DEHNsafe SFL PRO 6x 19´´

Three-phase cur-
rent up to 25 A
Part No. 953 405

Alternating current 
up to 25 A  
Part No. 953 205

Alternating current 
up to 16 A
Part No. 924 396

Alternating current 
up to 16 A
Part No. 924 370

Alternating current up to 16 A, 
Installation in 19“-systems, 
Part No. 909 251

Surge arrester type 3

1) Same product range irrespective of lighting protection system
2) Protective effect
3) Top hat rail mounting

YES

Obligatory according to IEC/EN 62305-3 Obligatory according to IEC 60364-4-44 Recommended in IEC 60364-5-53, Obligatory according to IEC/EN 62305-3


